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Low-Intensity High-Temperature (LIHT)
Solar Cells for Venus Atmosphere

Jonathan Grandidier , Alexander P. Kirk, Mark L. Osowski, Pawan K. Gogna, Shizhao Fan , Minjoo L. Lee,
Margaret A. Stevens, Phillip Jahelka , Giulia Tagliabue , Harry A. Atwater , and James A. Cutts

Abstract—Low-intensity high-temperature solar cells that oper-
ate effectively in the atmosphere of Venus at various altitudes and
also survive on the 465 °C surface of Venus are being developed.
Thermal stability, high-temperature current–voltage (I–V), and ex-
ternal quantum efficiency measurements on GaInP/GaAs double-
junction solar cells are presented. Solar-cell modeling under the
atmospheric conditions of Venus is used to design the optimum
solar-cell structure.

Index Terms—High-temperature photovoltaics, multi-junction
solar cells, Venus exploration missions.

I. INTRODUCTION

V ENUS exploration missions have been mostly limited to
orbital and short-duration surface missions. Venus orbital

missions were implemented with state-of-practice (SOP) solar
cells as the Venus orbital environmental conditions are benign
and similar to that of the earth orbital missions. Short-duration
Venus mid- to surface-level missions of a few hours were im-
plemented using SOP primary batteries enclosed in an environ-
mental chamber equipped with a complex thermal management
subsystem. These Venus mid- to surface-level missions did not
consider the use of solar power systems because SOP solar
cells cannot function in severe Venus surface environments.
This study is focused on the development of solar power sys-
tem technologies required for mid/low-altitude Venus explo-
ration missions. Venus variable-altitude (mid- to surface-level)
missions, which employ, for example, altitude-cycling balloons
that observe both the atmosphere and the surface [1], require
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solar power systems that can operate at 200–350 °C for several
months, survive the 465 °C surface temperature for a short dura-
tion, generate power under 100–300 W/m2 solar irradiance con-
ditions, and survive in a corrosive atmosphere. The GaInP/GaAs
double-junction (2 J) solar cell presented here may, with suitable
encapsulation, be capable of operation in the Venus atmosphere
and survive in the high-temperature conditions on the surface of
Venus [2], [3]. In this study, an overview of Venus atmospheric
conditions is presented with a focus on the solar spectra at dif-
ferent altitudes as they were measured by the Venera 11 [4] and
Venera 13 [5] descent probes. This is followed by a descrip-
tion of the structure of a solar cell that can operate on Venus.
Results of the 2 J cell performance before and after heating to
465 °C and under high-temperature operation (300 °C, which
corresponds to an altitude of 21 km on Venus) are presented.
Current–voltage (I–V) and external quantum efficiency (EQE)
measurements weighted by the Venus solar spectrum at an alti-
tude of 21 km are presented to predict the performance of the
solar cell under Venus conditions. Finally, solar-cell modeling is
used to help guide future improvements to the solar-cell design
for improved performance under realistic Venus atmospheric
conditions.

II. VENUS ATMOSPHERIC CONDITIONS

Venus atmospheric conditions are very different from those
on earth. Venus is a hot and dry planet. The 90-bar atmosphere is
composed primarily of carbon dioxide (CO2) but also includes
trace amounts of nitrogen (N2), water vapor (H2O), sulfur diox-
ide, carbonyl sulfate, hydrochloric acid, hydrofluoric acid, and
sulfuric acid (H2SO4). Clouds cover the entire planet in three
layers (upper, middle, and lower) between 48 and 68 km alti-
tude. H2SO4 is the principal constituent of the cloud particles. A
thin haze layer extends above and below the main cloud decks.

The two Soviet descent probes, Venera 11 [4] and Venera
13 [5], measured the spectrally dependent downward solar ra-
diation at altitudes between the surface and 62 km. Venera 11
entered the Venusian atmosphere at −14° latitude at 10:10 A.M.
local solar time (solar zenith angle 17°) on December 25, 1978,
whereas Venera 13 entered at −7.5° latitude at 9:27 A.M. local
time (solar zenith angle 38°) on March 1, 1982 [6]. The solar
intensity measured by Venera 11 was about 1.8 times higher
than the solar intensity measured by Venera 13. The solar zenith
angle changes the path length by about 20%. With an H2SO4
cloud optical depth of 25–40, that variation in path length ac-
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Fig. 1. Solar spectra of the downward-scattered solar radiation measured by
the Venera 11 descent probe at various altitudes between 62 km and the surface
of Venus.

counts for the large difference in solar intensity. This study uses
data from Venera 11, as the measurements were taken closer to
noon local time and are, therefore, closer to the highest solar
intensity values that can be expected.

Fig. 1 shows the downward-scattered solar spectrum mea-
sured by the Venera 11 probe at various altitudes during its
descent in the Venus atmosphere. Venus orbits the Sun at a dis-
tance of 0.72 astronomical unit (AU), and the solar intensity
above the Venus atmosphere is ∼2622 W/m2, which is about
twice the earth air mass 0 (AM0) extra-terrestrial solar inten-
sity (∼1366 W/m2). However, sunlight intensity is significantly
attenuated by scattering and absorption within the atmosphere
of Venus. Within and below the main cloud deck, most of the
solar radiation useful for power generation is scattered [7]. Di-
rect solar radiation can be neglected at altitudes below 60 km
[8]. Sunlight is nearly isotropic below the lower clouds, and the
Lambertian distribution can be used to estimate the downward
solar flux for a given altitude z as follows:

FD (z) = I(z)
∫ π/2

0

∫ 2π

0
cosθ sinθ dϕ dθ (1)

where I(z) is the solar flux per steradian, θ is the zenith angle,
and ϕ is the azimuth angle. Solving (1), FD (z) = πI(z). I(z) can
be calculated by integrating the solar spectrum at a given altitude
z over the whole wavelength range. At the surface of Venus (z =
0), where the temperature is 465 °C, the surface solar spectrum
measured by Venera 11 and shown in Fig. 1 can be used to
calculate I(0) = 28.4 W/m2/sr. This corresponds to a downward
flux of FD (0) = 89.4 W/ m2, which is only 3.4% of the solar
intensity outside the Venus atmosphere. At an altitude of 21 km
above the surface of Venus, where the temperature is 300 °C, the
solar spectra measured by Venera 11 can be used to interpolate
the Venus solar spectrum I(21 km) = 128.3 W/m2/sr, which
corresponds to a downward flux of FD (21km) = 403.1 W/ m2.

Fig. 2. Simplified cross-section schematic of a GaInP/GaAs 2 J solar cell
designed for high-temperature operation.

III. SOLAR-CELL STRUCTURE

A schematic diagram of the GaInP/GaAs solar cell layer de-
sign under development is shown in Fig. 2. This solar cell was
initially designed for high-temperature terrestrial application
under concentrated sunlight [9]. Modifications are needed to
optimize the design for the Venus solar spectrum and tempera-
ture. The epitaxial structure employs the same GaInP top subcell
that is found in standard triple-junction GaInP/GaInAs/Ge solar
cells; however, the design does not contain a Ge subcell. This
modification improves the high-temperature performance of the
cells as the Ge subcell becomes ineffective at high tempera-
tures [10], [11]. The solar cell has several features that make
it suitable for the Venus environment. It has a tunnel junction
that demonstrated stable operation at 400 °C [3]. It has contact
electrodes that are thermally stable at 465 °C for up to 24 h, as
presented in Section IV. It has an Al2O3 /TiOx /Al2O3 antireflec-
tion coating (ARC) that may help provide a limited amount of
protection to the top grid metal electrode against the corrosive
Venus environment.

IV. SURVIVABILITY AT HIGH TEMPERATURE

Heat-exposure tests were performed on the GaInP/GaAs 2 J
solar cells with temperatures up to 465 °C. The cells incorpo-
rated a high-temperature metal stack consisting of barrier metals
and a conductive Ag layer. The barrier metals and their thickness
were optimized for high-temperature operation. The I–V behav-
ior was measured at 25 °C under simulated AM0 illumination
before and after heating on a hot plate. The high-temperature
soak was performed for up to 1 week in a high-vacuum chamber
(10−7 torr). Fig. 3 shows the two experimental conditions that
mimic the Venus environment at two different altitudes. One
was at 300 °C, which corresponds to the temperature at an alti-
tude of 21 km, and the other was at 465 °C, which corresponds
to the surface temperature. Solar-cell efficiency measured under



GRANDIDIER et al.: LOW-INTENSITY HIGH-TEMPERATURE (LIHT) SOLAR CELLS FOR VENUS ATMOSPHERE 1623

Fig. 3. I–V response (AM0 spectrum) of a GaInP/GaAs 2 J solar cell with a
high-temperature grid metal and an Al2 O3 /TiOx /Al2 O3 ARC before and after
heating four different solar cells on a 300 and 465 °C hot plate for 24 h and
1 week in a high-vacuum chamber.

the AM0 solar spectrum was 22.7%. Results showed no degra-
dation in cell performance after exposure at 300 °C for up to
1 week. No degradation in cell performance was observed after
24 h of exposure at 465 °C. After 1 week of exposure at 465 °C,
the cells experienced a higher series resistance and a large reduc-
tion in open-circuit voltage Voc with dim electroluminescence
(not shown), which indicated material dominated by parasitic
non-radiative recombination. This degradation may be due to
the diffusion of metal into the GaInP subcell caused by the ex-
treme temperature exposure [12]. Despite the degradation, the
solar cell yielded a post-heat exposure efficiency of 15.6% under
the AM0 spectrum at 25 °C. The preliminary findings indicate
that the cells could be robust at high temperatures, when kept
in an inert environment free from O2 gas and H2O vapor. A
longer duration and a more extensive testing and evaluation are
required to better understand the performance of the cells in a
realistic (corrosive) Venus atmosphere.

V. SOLAR-CELL CHARACTERIZATION

High-temperature I–V and EQE measurements were per-
formed on the solar cell using a steel plate with two heaters
that can raise the temperature up to 500 °C. The solar cell rested
on the steel plate and was mechanically held with steel bars on
the lateral busbar of the solar cell. The mechanical holder was
designed this way to avoid the use of paste that could outgas at
high temperatures. To prevent any reaction with the surrounding
environment, the setup was mounted inside a bell jar purged with
N2 gas. For characterization, the solar cell was illuminated using
a ScienceTech solar simulator and an EQE measurement device
through a quartz window. Fig. 4(a) shows the I–V measurements
of the solar cell between 25 and 300 °C.

For a given subcell, the open-circuit voltage Voc is [11] given
by

Voc =
nkT

q
ln

(
Jsc

J0

)
(2)

where n is the diode ideality factor, k is the Boltzmann constant,
T is the temperature, q is the electron charge, Jsc is the short-
circuit current density, and J0 is the reverse saturation current

Fig. 4. (a) Variable-temperature I–V measurements of a GaInP/GaAs 2 J
solar cell between 25 and 300 °C using an AM0 solar simulator. (b) Variable-
temperature EQE measurements of a GaInP (dash line)/GaAs (solid line) 2 J
solar cell between 25 and 300 °C. (c) Calculated current density in the GaInP
(3.90 mA/cm2) and GaAs (2.42 mA/cm2) subcells for the 300 °C EQE data
using the Venus solar spectrum at an altitude of 21 km, where the temperature
is 300 °C. The solar cell has not yet been optimized for the Venus spectrum.

density. As expected, the temperature increase affects Voc, which
decreases from 2.32 V at 25 °C to 0.91 V at 300 °C. As shown in
Fig. 4(a), Jsc remains stable at ∼15.5 mA/cm2 for up to 200 °C
and, then, rises to 17.31 mA/cm2 at 300 °C. The fill factor FF
decreases from 0.88 to 0.67 between 25 and 300 °C.

EQE measurements from the same device are depicted in
Fig. 4(b). At 25 °C, the measured bandgap is 1.85 eV (∼670 nm)
for the top junction and 1.39 eV (∼890 nm) for the bottom junc-
tion. At 300 °C, the bandgaps shift to 1.68 eV (∼740 nm) for
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the top junction and 1.24 eV (∼1000 nm) for the bottom junc-
tion. The pressure in the atmosphere of Venus can reach almost
100 bars. The effect on the semiconductor bandgaps is not sig-
nificant at this pressure [13]. The EQE measurement at 25 °C
when weighted by the AM0 solar spectrum gives 16.64 mA/cm2

for the top subcell and 15.60 mA/cm2 for the bottom subcell.
The two subcells generate almost the same amount of current
with the bottom subcell being slightly current-limiting. This re-
sult is consistent with the short-circuit current measurement of
15.66 mA/cm2 at 25 °C shown in Fig. 4(a). As the temperature
increases, the EQE improves in the GaInP subcell. An ordered
GaInP possesses a large number of shallow traps that reduce the
EQE compared with a disordered material at room temperature
[14]. As the temperature increases, carriers gain sufficient ther-
mal energy to escape these traps, which dramatically increases
the EQE of the ordered material. The simulations presented in
Section VI do not fully model these shallow traps, which is why
the EQE only shows a modest increase with temperature because
of shifting band alignments and index of refraction mismatches.
The experimental EQE of a disordered GaInP will only show
modest changes in the EQE similar to our model. In order to eval-
uate the effects of the Venus solar spectrum on the solar cell, the
EQE measurement was weighted by the Venus solar spectrum.
The highest measured temperature presented here is 300 °C.
The Venus solar spectrum data for an altitude of 21 km were
interpolated from the solar spectrum curves measured at various
altitudes by the Venera 11 descent probe [5]. Fig. 4(c) shows the
300 °C EQE measurement weighted by the Venus solar spec-
trum at 21 km. This corresponds to the spectral current density
as described in the literature [15], [16]. The current density gen-
erated by the top subcell is 3.48 mA/cm2/sr, while the current
density generated by the bottom subcell is 2.22 mA/cm2/sr. This
makes the bottom subcell current-limiting; therefore, to operate
optimally, the subcells need to be adjusted. The most straight-
forward way to optimize the solar cell is to thin the top subcell in
order to generate the same amount of current in both subcells.
After adjustment, both subcells would give a current density
of ∼(3.48 + 2.22 )/2 = 2.85 mA/cm2/sr. The power conversion
efficiency of the solar cell is defined as follows:

η =
FFJscVoc

Pin
(3)

where Pin is the incident solar input power. At 300 °C and
21 km, the model presented in Section VI was used to esti-
mate the FF and Voc. The calculated FF was 0.61, and the Voc

was 0.85 V. Integrating the Venus solar spectrum at 21 km
over the wavelength range measured by Venera 11, the calcula-
ted solar irradiance Pin is 128 W/m2/sr. Therefore, the estima-
ted efficiency of the adjusted solar cell is 11.5%, and the
estimated power density is 14.8 W/m2/sr. For comparison, the
measured efficiency of the preliminary Gen1 solar cell at 25 °C
under the standard AM0 solar spectrum is 22.7%. As described
earlier, FD (21 km) = 403.1 W/m2. The average absorption of
light as a function of the incidence angle normalized by the or-
thogonal incidence angle [17] averages to 0.68 for a typical com-
mercial solar cell. Accounting for both the total downward solar
flux and incidence angle gives a power density of 31.6 W/m2 and

Fig. 5. GaAs temperature-dependent extinction coefficient k. The inset shows
a zoomed-in view of the onset of inter-band transitions.

an efficiency of 7.8% at an altitude of 21 km and a temperature
of 300 °C. Because of scattering and atmospheric conditions, the
upward solar flux at Venus is very important and can be approx-
imated, below the clouds, by FU (z) = FD (z) − 40 W/m2 [18].
Taking advantage of both downward and upward flux could in-
crease the power density up to 69 W/m2 at an altitude of 21 km
and a temperature of 300 °C. Given the nearly isotropic nature
of the solar flux below an altitude of 60 km, the solar cells could
be oriented at any angle. For a Venus balloon mission [19], it
may be more practical to have the solar cells oriented vertically.

VI. HIGH-TEMPERATURE SOLAR-CELL MODELING

A. Temperature Dependence of a Low-Intensity
High-Temperature Solar Cell

It is essential to model the temperature-dependent optical and
electronic properties in order to establish a functional model of a
high-temperature multi-junction solar cell. The initial design is a
2 J solar cell with a GaInP top subcell and a GaAs bottom subcell.
In addition, AlInP and AlGaAs are used as the window and back
surface field layers for the top and bottom subcell, respectively.
The temperature dependence of the material bandgap Eg (T ) is
described by the standard Varshni equation, given by

Eg (T ) = Eg (0) − αT 2

β + T
. (4)

For GaAs, Eg (0 K) = 1.519 eV, α = 5.405 × 10−4eV/K,
and β = 20 4K.

The extinction coefficient k describes the light-absorption
properties of the material, and thus, it is one parameter that
is required to correctly model the solar cell performance. In
particular, the onset of absorption (i.e., k > 0) must coin-
cide with the onset of inter-band transitions. Therefore, in or-
der to model the high-temperature response of the subcells,
the material’s complex refractive index spectrum was shifted
by an amount equal to the reduction in the material bandgap
ΔEg (T ) = Eg (Tnk ) − Eg (T ), as shown in Fig. 5. The inset
in Fig. 5 precisely illustrates the shift in the GaAs bandgap as
the temperature increases. The validity of this approximation
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is supported by experimental results in the literature [20], as
well as by the good agreement between our modeling and the
experimental data. In the case of GaInP, accurate refractive in-
dex data were not enough to correctly capture the spectrally
resolved photocurrent generation of the top cell depicted in Fig.
4(b). The result improved when the quantum yield was reduced
from 1 to 0.88. This reduced material performance can be at-
tributed to an increased ordering of the grown material [14],
[21], [22].

B. Computational Model and Low-Intensity
High-Temperature Solar-Cell Design

Technology computer-aided design software Synopsys Sen-
taurus was used to create a computational model of the solar
cell shown in Fig. 2. The transfer-matrix method [23], [24] was
used to determine the optical generation profile across the cell
stack. Furthermore, the modeling of the tunnel junction that
connects the top and bottom cells required special considera-
tion. In fact, the material database band-alignment values for
degenerately doped AlGaAs and GaAs resulted in an incorrect
electrical behavior of the junction. In particular, the mismatched
band-alignment caused a large voltage loss to occur across the
tunnel junction during operation. In order to avoid this prob-
lem, two fictitious materials were created (AlGaAs and GaAs),
which have the same optical properties of the initial semicon-
ductors but behave electrically as metals. This approximation is
valid because of the degenerate doping of the tunnel junction
materials. Overall, this approach ensures the correct generation
of charge carriers in the bottom subcell while maintaining a
good electrical connection between the two subcells. In order
to validate our computational model, the performance of the
solar cell was computed under AM0 illumination and compared
with the experimental measurements presented in Section V. In
particular, the EQE and the I–V response of the solar cell were
modeled at 25, 100, 200, and 300 °C. While the GaAs subcell
model agrees well with the experimental results, the GaInP sub-
cell presents some minor discrepancies. This is expected from a
material that has a variable bandgap energy and minority carrier
lifetime via changes in the amount of alloy disorder [14].

The expected short-circuit current density under AM0 was
calculated to be 15.3 mA/cm2, which is in good agreement with
the experimental value of 15.5 mA/cm2. In terms of temperature-
dependent behavior, our model was used to determine the I–V
response of the solar cell under AM0 illumination. The modeled
temperature-dependent open-circuit voltage Voc was compared
with the experimental results depicted in Fig. 4(a). The compar-
ison is depicted in Fig. 6(a). This result is also in good agree-
ment with values reported elsewhere on a similar structure [9].
This further confirms the validity of our computational model.
The model was used to compute the performance of this multi-
junction solar cell under Venus solar illumination. In particular,
the solar spectrum measurement from the Venera 11 mission [4]
was used to compute the I–V response using the 21-km solar
spectrum for a temperature of 300 °C. Further analysis of this
result showed that the bottom cell is strongly current-limiting
under Venus illumination conditions. Indeed, this observation is
in agreement with predictions made based on the EQE measure-

Fig. 6. (a) Comparison between the calculated Voc(T ) and the measurement
depicted in Fig. 4(a). (b) EQE of the top GaInP and bottom GaAs subcells in the
optimized device. (c) I–V curve of the optimized Gen2 device versus the Gen1
device under the target condition of Venus irradiation at 21 km and 300 °C.

ment weighted by the Venus spectrum and depicted in Fig. 4(b).
Our computational model was used to optimize the structure of
the 2 J device and propose an optimized solar cell for the Venus
atmosphere. The optimization was performed for 21 km and at
300 °C.

The solar-cell design was optimized by reducing the thick-
ness of the GaInP base from 700 to 220 nm. This configuration
results in the generation of a more uniform photocurrent from
the two subcells. Fig. 6(b) shows the EQE before and after op-
timization. As depicted in Fig. 6(c), the optimized solar cell
shows a 28.6% improvement in current density output from 2.1
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to 2.7 mA/cm2/sr. This value is in good agreement with the
2.85 mA/cm2/sr calculated from the simplified optimization
model proposed in Section V.

VII. CONCLUSION

GaInP/GaAs 2 J solar cells have shown a promising per-
formance under high-temperature characterization with no
degradation in the I–V response after up to 24 h of exposure
to temperatures as high as 465 °C (a temperature typical of the
surface of Venus). A duration of 24 h is significantly longer
than the most successful lander, Venera 13, which survived for
a mere 127 min back in 1982. At a given altitude (temperature
and spectrum), an optimized 2 J solar cell is likely to be more ef-
ficient than a single-junction solar cell because of better photon
energy management. The optimization would shift at different
temperatures and altitudes, and we plan to investigate this sensi-
tivity. Advanced solar-cell modeling has shown good agreement
with experimental results and has been used to propose the op-
timum GaInP/GaAs 2 J solar-cell design for the 21-km altitude
solar spectrum and 300 °C temperature. Measurements have
shown that a power density of 37 W/m2 may be attainable for
GaInP/GaAs 2 J solar cells under the Venus solar spectrum at
an altitude of 21 km and a temperature of 300 °C, provided that
the solar cells and modules are properly encapsulated. This is
encouraging for potential application in a future long-duration
solar-powered mid- to surface-level Venus exploration mission.
Work has been ongoing to optimize the grid metal electrodes
for a better performance of the GaInP/GaAs 2 J solar cells after
a longer duration (up to 1 month) exposure to a temperature of
465 °C.

ACKNOWLEDGMENT

The authors would like to thank D. Crisp for his contribution
related to the Venus atmosphere and J. A. Schwartz for valuable
discussions. The research was carried out at the Jet Propulsion
Laboratory, California Institute of Technology, at MicroLink
Devices Inc., at the California Institute of Technology, and at
the University of Illinois at Urbana Champaign.

REFERENCES

[1] M. de Jong, “Venus altitude cycling balloon,” in Proc. Venus Lab Technol.
Workshop, 2015.

[2] G. Landis and E. Haag, “Analysis of solar cell efficiency for Venus at-
mosphere and surface missions,” in Proc. 11th Int. Energy Convers. Eng.
Conf., 2013, doi: 10.2514/6.2013-4028.

[3] E. E. Perl et al., “(Al)GaInP/GaAs tandem solar cells for power conversion
at elevated temperature and high concentration,” IEEE J. Photovolt., vol. 8,
no. 2, pp. 640–645, Mar. 2018.

[4] V. I. Moroz et al., “Spectrum of the Venus day sky,” Nature, vol. 284,
pp. 243–244, 1980.

[5] D. V. Titov et al., “Radiation in the atmosphere of Venus,” in Exploring
Venus as a Terrestrial Planet (Geophysical Monograph Series 176), L. W.
Esposito, E. R. Stofan, and T. E. Cravens, Eds., Washington, DC, USA:
American Geophysical Union, 2013, pp. 121–138.

[6] D. M. Hunten, L. Colin, T. M. Donahue, and V. I. Moroz, Venus, 1983.
[Online]. Available: https://uapress.arizona.edu/book/venus

[7] A. P. Ekonomov et al., “Scattered UV solar radiation within the clouds of
Venus,” Nature, vol. 307, pp. 345–347, 1984.

[8] V. I. Moroz et al., “Solar and thermal radiation in the Venus atmosphere,”
Adv. Space Res., vol. 5, pp. 197–232, 1985.

[9] Y. Sun et al., “Thermal stability of GaAs solar cells for high tempera-
ture applications,” in Proc. IEEE 43rd Photovolt. Specialists Conf., 2016,
pp. 2385–2388.

[10] G. A. Landis, D. J. Belgiovane, and D. A. Scheiman, “Temperature coeffi-
cient of multijunction space solar cells as a function of concentration,” in
Proc. 37th IEEE Photovolt. Specialists Conf., 2011, pp. 001583–001588.

[11] P. Singh and N. M. Ravindra, “Temperature dependence of solar cell
performance—An analysis,” Solar Energy Mater. Solar Cells, vol. 101,
pp. 36–45, 2012.

[12] J. D. Cressler and H. A. Mantooth, Extreme Environment Electron-
ics. Boca Raton, FL, USA: CRC Press, 2012. [Online]. Available:
https://www.crcpress.com/Extreme-Environment-Electronics/Cressler-
Mantooth/p/book/9781138074224

[13] B. Welber, M. Cardona, C. K. Kim, and S. Rodriguez, “Dependence of the
direct energy gap of GaAs on hydrostatic pressure,” Phys. Rev. B, vol. 12,
pp. 5729–5738, 1975.

[14] I. Garcia, I. Rey-Stolle, C. Algora, W. Stolz, and K. Volz, “Influence
of GaInP ordering on the electronic quality of concentrator solar cells,”
J. Cryst. Growth, vol. 310, pp. 5209–5213, 2008.

[15] J. Grandidier, D. M. Callahan, J. N. Munday, and H. A. Atwater, “Light
absorption enhancement in thin-film solar cells using whispering gallery
modes in dielectric nanospheres,” Adv. Mater., vol. 23, pp. 1272–1276,
2011.

[16] J. Grandidier, D. M. Callahan, J. N. Munday, and H. A. Atwater, “Gal-
lium arsenide solar cell absorption enhancement using whispering gallery
modes of dielectric nanospheres,” IEEE J. Photovolt., vol. 2, no. 2,
pp. 123–128, Apr. 2012.

[17] L. A. A. Bunthof, J. Bos-Coenraad, W. H. M. Corbeek, E. Vlieg,
and J. J. Schermer, “The illumination angle dependency of CPV so-
lar cell electrical performance,” Solar Energy, vol. 144, pp. 166–174,
2017.

[18] M. G. Tomasko, L. R. Doose, P. H. Smith, and A. P. Odell, “Measurements
of the flux of sunlight in the atmosphere of Venus,” J. Geophys. Res.: Space
Phys., vol. 85, pp. 8167–8186, 1980.

[19] J. Cutts et al., “Venus surface sample return—Role of balloon technology,”
in Proc. AIAA Int. Balloon Technol. Conf., 1999. [Online]. Available:
https://arc.aiaa.org/doi/abs/10.2514/6.1999-3855

[20] S. R. Johnson and T. Tiedje, “Temperature dependence of the Urbach edge
in GaAs,” J. Appl. Phys., vol. 78, pp. 5609–5613, 1995.

[21] R. T. Lee et al., “Enhancement of compositional modulation in GaInP
epilayers by the addition of surfactants during organometallic vapor phase
epitaxy growth,” J. Cryst. Growth, vol. 233, pp. 490–502, 2001.

[22] S. Tomasulo, J. Simon, P. J. Simmonds, J. Biagiotti, and M. L. Lee, “Molec-
ular beam epitaxy of metamorphic Iny Ga1−y P solar cells on mixed anion
GaAsx P1−x /GaAs graded buffers,” J. Vacuum Sci. Technol. B, vol. 29,
p. 03C118, 2011.

[23] P. Yeh and M. Hendry, “Optical waves in layered media,”
Phys. Today, vol. 43, p. 416, Mar. 2005. [Online]. Available:
https://www.wiley.com/en-us/Optical+Waves+in+Layered+Media-p-
9780471731924

[24] E. Anemogiannis, E. N. Glytsis, and T. K. Gaylord, “Determination of
guided and leaky modes in lossless and lossy planar multilayer optical
waveguides: Reflection pole method and wavevector density method,”
J. Lightwave Technol., vol. 17, no. 5, pp. 929–941, May 1999.

Authors’ photographs and biographies not available at the time of publication.

http://dx.doi.org/10.2514/6.2013-4028
https://uapress.arizona.edu/book/venus
https://www.crcpress.com/Extreme-Environment-Electronics/Cressler-Mantooth/p/book/9781138074224
https://www.crcpress.com/Extreme-Environment-Electronics/Cressler-Mantooth/p/book/9781138074224
https://arc.aiaa.org/doi/abs/10.2514/6.1999-3855
https://www.wiley.com/en-us/Optical+Waves+in+Layered+Media-p-9780471731924
https://www.wiley.com/en-us/Optical+Waves+in+Layered+Media-p-9780471731924


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /Algerian
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialUnicodeMS
    /BaskOldFace
    /Batang
    /Bauhaus93
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BodoniMTPosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /BritannicBold
    /Broadway
    /BrushScriptMT
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /Centaur
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /Chiller-Regular
    /ColonnaMT
    /ComicSansMS
    /ComicSansMS-Bold
    /CooperBlack
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /EstrangeloEdessa
    /FootlightMTLight
    /FreestyleScript-Regular
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Impact
    /InformalRoman-Regular
    /Jokerman-Regular
    /JuiceITC-Regular
    /KristenITC-Regular
    /KuenstlerScript-Black
    /KuenstlerScript-Medium
    /KuenstlerScript-TwoBold
    /KunstlerScript
    /LatinWide
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSansUnicode
    /Magneto-Bold
    /MaturaMTScriptCapitals
    /MediciScriptLTStd
    /MicrosoftSansSerif
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MS-Mincho
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NuptialScript
    /OldEnglishTextMT
    /Onyx
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Parchment-Regular
    /Playbill
    /PMingLiU
    /PoorRichard-Regular
    /Ravie
    /ShowcardGothic-Reg
    /SimSun
    /SnapITC-Regular
    /Stencil
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /TempusSansITC
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanMTStd
    /TimesNewRomanMTStd-Bold
    /TimesNewRomanMTStd-BoldCond
    /TimesNewRomanMTStd-BoldIt
    /TimesNewRomanMTStd-Cond
    /TimesNewRomanMTStd-CondIt
    /TimesNewRomanMTStd-Italic
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VinerHandITC
    /Vivaldii
    /VladimirScript
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /ZapfChanceryStd-Demi
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 900
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00111
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 1200
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00083
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00063
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create PDFs that match the "Suggested"  settings for PDF Specification 4.0)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


